
Description

3-piston alternating volumetric pumps for use on cleaning units.
Can be directly coupled to various types of motors.
Pump body in die-cast aluminium alloy.
Pistons driven by swash plate mechanism.
Two bearing systems, to support the pump shaft and pistons.
Pistons in ceramic-coated steel.
Pump head in pressed brass.
Double gasket sealing system.
Intake valves fitted above the pistons for greater efficiency.
Integral regulating valve.
Optional detergent suction system.
Different delivery connections available.

Details Value

Category Cleaning wobble plate

Series 198 - XJS, SJS, SJV

Pump type XJS 11.14 N

Versioning N

ARCode 20332

Output (lt/min) 11

Output (gpm) 2.90

Pressure (bar) 140

Pressure (psi) 2000

Power (hp) 4

Power (kw) 3

RPM 2800

Weight (kg) 5

Technical data XJS 11.14 N



1988500

45° 45°

20
5

1219.5
130.5

Ø 90  0-0.05

Ø 75

8  0
-0.036 h9

12
1

84

6
38

166.5 38
220

85.5
3.5
Sm 1x45°

Ø 30.5

Ø 9

70
43

.5
G

 1
/4

”

G
 1

/2
”

74
.5

G
 3

/8
”

12

G
 1

/4
”

30 55.5
G

 1
/8

”

40
27

27

M
6 

N
°4

 h
ol

es

31 135.5 8 30

25 3.5

1.5

16
13

149.5

Ø
 2

4 0  - 
0.

02

30°

45°

8 + 0.1
+ 0.05

Ø 95 + 0.55+ 0.45

Ø 140

27
.3

+ 
 0

.2
 

0

Ø 115
+0.1
-  0.1

45° 57
27 30
39 18

Ø
 9

 N
° h

ol
es

1648
64

21
.4

+0
.1

   
0

84

R8

Ø 92
+0.1

-  0
.1

Ø 19.05 (3/4”) + 0.04
+ 0.01

4.8 + 0.04
 -  0.01

84

Ø 8.5

Ø 24 +0.05
 - 0.03


